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+ - 
230-240V / 50-60Hz 
IP20 
IK00 
 

WARNING - THIS LUMINAIRE MUST BE EARTHED 

This luminaire has been tested and is manufactured to comply with BS EN 

60598 : specification for general requirements and tests. It should be installed by 

a suitably qualified person in accordance with IEE. 

CAUTION: there is a potential risk of electric shock from the LED boards when 

the product is operational with the cover removed. 

NOTE:  INSTALLATION AND OPERATION OF THE LUMINAIRE BEYOND ITS 

SCOPE OF SUPPLY WILL INVALIDATE THE WARRANTY. 

DIL-0119-0001 
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1.  2.  

3.  4.  

5.  6.  

7.  8.  

 

 

2a. 2b. 

Correct Orientation  Wrong Orientation 

Straight Suspension Points 
 
1500mm trunking 

Straight Suspension Points 
 
3000mm trunking 

For the first section of 1500 straight 
trunking, install suspension drops in a line 
with centres as shown on the first page. 

For the first section of 3000 straight 
trunking, install suspension drops in a line 
with centres as shown on the first page. 

Secure suspension 
drops as shown in 

marked positions. 
Screw suspension 

wire and clutch into 
ceiling fixture. 

Attach a 

suspension 
bracket to the 
suspension clutch 

and wire as shown 
left. 

Raise trunking up 
to bracket and 
engage. Ensure 

the bracket 
locates securely 
into grooves in 

trunking. 

Once next trunking piece has been 

suspended, align with previous piece. 
Ends should meet naturally. 

Engage latch between trunking sections. 
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9.  10.  
 

 

11.  12.  

13.  
 
 
 
 
 
 
 

 

14.  

15.  16.  

 

 

Locate splicing plate into slot as 

shown.  
PROTECTIVE GLOVES MUST 
BE WORN WHEN HANDLING 

THE PLATES. 

Push plate towards the side 
wall and allow the teeth to bite 
into the aluminium. 
Repeat between all trunkings. 

Using a sharp knife or 
blade, carefully trim any 

excess sticker that 
protrudes from the bottom 
of the trunking. 

Using aluminium foil 
light block stickers 

provided, attach 
over the plate and 
across the 

remaining join. 

Use a flat-head 

screwdriver (or similar) 
to push the sticker into 
all grooves. 

The trunking with this bracket inside is 

the starter trunking and must be the 
first piece installed. The last section of 
trunking (in a closed loop) to join to this 

must be a corner. 

Open the starter bracket to allow 

access to the terminal block. 

Feed mains cable in 

through grommet in 
rear of trunking. Wire 
into marked terminals 

as required.  
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17.  18.  

19.  20.  

21.  22.  

23.  24.  

 

  

Fold starter bracket 

back into trunking.  
Push small tab under lip in 
trunking to lock in place. 

Locate all tether 
brackets and clip 

gear trays to 
each bracket in 
the trunking. 

Clip all trays into trunking 
and allow the trays to hang. 

Connect plug and socket 
between each tray. 

Connect loom from first gear tray 
and the starter bracket. 

Lift all gear trays into the 

trunking one by one, taking 
care not to trap any wires. 

Engage gear trays 
onto springs in 
trunking as shown 

to the right. 
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25.  26.  

27.  
 

28.  
 

29.  
 

 

 

Locate end caps (if 
required) and offer 
up to the end of the 

trunking. 
End cap should slot 
onto trunking easily. 

Carefully tighten grub screws 
in end caps. Ensure the grub 

screws are not overtightened 
as it will result in a damaged 
trunking. 

Wearing protective gloves, snap the diffusers 
into the trunking as required. Ensure there are 
no visible marks or dust on the diffusers 

Example of Open Continuous Run 

Example of Closed-Loop Continuous Run 

Before the end 
cap is fitted to the 
end of run 
trunking, the 
splicing plate and 
latch must be 
removed. Remove 
the two screws/ 
nuts to free the 
latch and splice. 
Discard as 
required. 


